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The scheme takes into consideration the 
insulation qualities of the fabric of the home, the 
amount of energy required to heat the air 
passing through the home and the efficiency of 
the central heating and water heating 
equipment, as well as the energy consumed by 
the fixed lighting equipment. 

Using Degree Day Data, the calculator 
generates a rating label giving an indication of 
the total energy consumption. 12-month 
residential occupancy is assumed. 

In common with other energy efficiency rating 
scales, the most efficient homes are those with a 
rating at the green end of the scale whilst the 
least efficient will have a rating in the red zone.

The ratings are based on the calculated energy 
consumption per square metre of floor area. 
An estimate of the Carbon Dioxide emissions 
per square metre of floor area is also provided. 

The NCC Energy Efficiency Rating Scheme is designed 
to give purchasers of Residential Park Homes built to BS 
3632 an indication of the likely energy consumption and 
Carbon Dioxide (CO2) emissions of the homes they are 
considering.

Homes with features such as gas central 
heating and double glazing are likely to have a 
higher rating than equivalent electrically heated 
ones because of the additional losses incurred 
by centrally generated and distributed 
electricity.

Homes that have a lower occupancy are likely to 
have a higher rating because of the reduced 
ventilation, lighting and domestic hot water 
consumption.




